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(Without SAFE, with wet hose, with collector draining, with company select)



PLEASE NOTE

This document is a short version of the product operation. It must be kept in the immediate vicinity of the device so that access to it is possible at any time.

To be observed safety and more detailed instructions, see the operation manual.

 The current version can be downloaded from www.bartec.de or requested from BARTEC BENKE GmbH.
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Loading uden SAFE

Rum er fyldt

Vælg rum Vælg produkt

Lastnings rum

2. Afslut indlæsningsmenuen

1. Luk bundventiler
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Loading med virksomhedernes valg

Lastnings rum Rum er fyldt

1. Luk bundventiler

2. Afslut indlæsningsmenuen Vælg rum

Vælg produkt
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Levering uden SAFE

Start leveringVælg rum

Stop levering Afslut levering
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Vælg slange

Fuld slange-Levering  parallel

Indtast rum

Start levering

Tøm kollektor Afslut levering
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Vælg slange

Fuld slange-Levering seriell

Indtast rækkefølgen af rum

Start levering Rum 1 kører tomt

Rum 3 kører tomt Tøm kollektor Afslut levering
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Vælg slange

Fuld slange dellevering

Indtast rækkefølgen af rum

Start levering Afslut levering

Tøm kollektor
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Vælg slange

Tøm kollektor

Tøm kollektor
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Display of operating states

Measurement

stable

unstable

increasing

decreasing

Error

 

 

 

 

Bottom valve

closed

open

 

 

Wetleg sensor

not wetted

   wetted

Error

Compartment state

empty 

2400
actual

   compartment
   content measured

max. possible 

residual

Level in not 
measurable range, 
wetleg sensor 
wetted..

60

EMPTY

Level in not 
measurable range, 
wetleg sensor not 
wetted (time for 
emptying not 
elapsed).

Residual REST

Product

Inclintaion angle

Compartment number

Flashing symbol

Overfill prevention active
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