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PLEASE NOTE

This document is a short version of the product operation. It must be kept in the immediate vicinity of the device so that access to it is possible at any time .

To be observed safety and more detailed instructions, see the operation manual.

 The current version can be downloaded from www.bartec.de or requested from BARTEC BENKE GmbH.



Încărcare fără SAFE

Camerele sunt umplute

Selectaţi camera Alocaţi produsele
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Umpleţi camerele

2. Părăsiţi meniul de 

încărcare

1. Închideţi supapele de 

fund
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Încărcare cu selectare concern

Umpleţi camerele Camerele sunt umplute

1. Închideţi supapele de fund

2. Părăsiţi meniul de încărcare Selectaţi camera

Alocaţi produsele



Descărcare fără  SAFE

Porniţi descărcareaSelectaţi camera

Finalizaţi descărcarea
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Descărcare ieșire



Selectaţi furtunul

Descărcare furtun plin în paralel

Introduceţi camerele

Porniţi descărcarea
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Colectorul se goleşte de resturi Descărcare ieșire



Selectaţi furtunul

Descărcare furtun plin în serie

Introduceţi succesiunea camerelor

Porniţi descărcarea Camera 1 merge în gol

Camera 3 merge în gol Colectorul se goleşte de resturi
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Descărcare ieșire



Selectaţi furtunul

Descărcare parţială furtun plin

Introduceţi succesiunea camerelor

Porniţi descărcarea
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Descărcare ieșire

Colectorul se goleşte de resturi



Alegeţi furtunul

Golire colector de resturi
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Colectorul se goleşte de resturi
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Display of operating states
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