
Petro 3003

Kratko navodilo

VOLUTANK

PYRAMIDE 2.5.x

KBA 210335

BARTEC BENKE GmbH  Schulstraße 30  94239 Gotteszell Deutschland  Telefon +49(0)9929-301-0  Telefax +49(0)9929-301-112

E-Mail: gotteszell@bartec.com  Internet: www.bartec.com

(Brez SAFE, z polna cev, z entrestenom, s izbira koncerna)



PLEASE NOTE

This document is a short version of the product operation. It must be kept in the immediate vicinity of the device so that access to it is possible at any time .

To be observed safety and more detailed instructions, see the operation manual.

 The current version can be downloaded from www.bartec.de or requested from BARTEC BENKE GmbH.



Polnjenje cisterne brez SAFE

Komora napolnjena
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Polnjenje komore

Izbira komore Izbira produkta

2. Zaključek polnjenja

1. Zapiranje podnih ventilov
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Polnjenje cisterne s izbira koncerna

Polnjenje komore Komora napolnjena

1. Zapiranje podnih ventilov

2. Zaključek polnjenja Izbira komore

Izbira produkta



Izdaja produkta brez SAFE

Začetek izdaje
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Izbira komore

Konec izdaje Konec dobavo
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Izberite cev

Polna cev parallel

Vnesite komore

Začeti z dobavo

Kolektor entrestenom Konec izdaje
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Izberite cev

Polna cev seriell

Vnesite vrstni red komor

Začeti z dobavo Zbornica 1 je prazna

Zbornica 3 je prazna Kolektor entrestenom Konec izdaje
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Polna cev delna dostava

Izberite cev Vnesite vrstni red komor

Začeti z dobavo Konec izdaje

Kolektor entrestenom 
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Izberite cev

Kolektor entrestenom 

Kolektor entrestenom 
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Display of operating states
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