IECEX Certificate
of Conformity

INTERNATIONAL ELECTROTECHNICAL COMMISSION
IEC Certification System for Explosive Atmospheres
for rules and details of the IECEx Scheme visit www.iecex.com

Certificate No.: IECEx FTZU 24.0019X Page 1 of 3
Status: Current Issue No: 0
Date of Issue: 2024-11-22

Applicant: BARTEC F.N. S.R.L.

Via M. Pagano, 3
I - 20090 Trezzano sul Naviglio (M1)
Italy
Equipment: Luminaire Probay type PRBZ2 series
Optional accessory:
Type of Protection:  Restricted-breathing enclosure "nR"; Dust protection "t"; Optical radiation protection “op"
Marking: Ex nR IIC T6 Gc
or
Ex nR IC T5 Ge

see Specific conditions of use

Ex tb op is lIIC T85°C Db

Approved for issue on behalf of the IECEx Dip!. Ing. Lukas Martinak
Certification Body:

Position: Head of the Certification Body =/ = /1

Signature: ! . Fo o
(for printed version) ,{/Q 3 e /5

Date:

(for printed version) 20 L[f -4~ u_

1. This certificate and schedule may only be reproduced in full.
2. This certificate is not transferable and remains the property of the issuing body.
3. The Status and authenticity of this certificate may be verified by visiting www.iecex.com or use of this QR Code.

Certificate history:

Certificate issued by:

Fyzikalne technicky zkusebni ustav
(Physical -Technical Testing Institute)
Pikartska 7, 71607 Ostrava - Radvanice
Czech Republic
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Certificate No.: IECEx FTZU 24.0019X Page 2 of 3
Date of issue: 2024-11-22 Issue No: 0
Manufacturer: BARTEC F.N. S.R.L.

Via M. Pagano, 3
| - 20090 Trezzano sul Naviglio (MI)
Italy

Manufacturing
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The equipment and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found

to comply with the following standards

|EC 60079-0:2017 Explosive atmospheres - Part 0: Equipment - General requirements
Edition:7.0

IEC 60079-15:2017  Explosive atmospheres - Part 15: Equipment protection by type of protection "n"
Edition:5.0

IEC 60079-28:2015  Explosive atmospheres - Part 28: Protection of equipment and transmission systems using optical radiation
Edition:2

IEC 60079-31:2022  Explosive atmospheres — Part 31: Equipment dust ignition protection by enclosure "t"
Edition:3.0

This Certificate does not indicate compliance with safety and performance requirements
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in:

Test Report:
CZ/IFTZU/ExTR24.0019/00

Quality Assessment Report:
IT/CES/QAR09.0003/17
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Certificate No.: IECEx FTZU 24.0019X Page 3 of 3
Date of issue: 2024-11-22 Issue No: 0
EQUIPMENT:

Equipment and systems covered by this Certificate are as follows:

The luminaire consists of two separate parts (light and driver part). The light part consists of an aluminium cooler, a silicone seal, an
aluminium frame, a glass window and an LED module. The body of the radiator and the cover plate are connected by screws. The driver part
is composed of an aluminium profile with side covers sealed with silicone gaskets fixed with screws and internal electrical equipment located
on the mounting plate. Input of power supply cable is via Ex- threaded cable gland M20x1,5 or M25x1,5. Both parts are connected by cable
via Ex - threaded cable glands M12x1.5. Unused inputs are blinded with Ex- threaded plugs. The driver part is the same for all variants of the
luminaire, the number of separate modules of the lighting part can be changed in the range from one to a maximum of four modules, which
are identical. The used optical system located on the LED module can be in the range of 30° to 90° or without an optical system. It is possible
to use an adjustable boom or hanging eyes to attach the luminaire.

Marking of luminaires: - see Annex to the certificate No. IECEx FTZU 24.0019X, Issue 00.

Technical parameters:
Nominal Voltage Un: 220 + 240 VDC or 220 + 240 VAC, 50/60 Hz

SPECIFIC CONDITIONS OF USE: YES as shown below:
1. Ambient temperature: - see Annex to the certificate No. IECEx FTZU 24.0019X, Issue 00.

2. The luminaire is intended for fixed installation and must be labelled “Warning - potential danger of electrostatic charging
— see manufacturer's Operational instructions of the lighting fixture installation.

3. The power supply cable shall be effectively fixed to prevent pulling or twisting.

4. The Operational instructions of the lighting fixture installation established by the manufacturer must be complied.

Annex:

Annex_to_IECEx_FTZU_24_0019X00.pdf




Annex to Certificate of Conformity
IECEx FTZU 24.0019X, Issue 00

Applicant: BARTEC F.N. S.R.L.
Address: Via M. Pagano, 3 ; I-20090 Trezzano sul Naviglio (M) Italy

Electrical Apparatus:  Luminaire Probay, type PRBZ2 series
Type code marking of luminaire:

PRBZZ k % hkdk kk k% k Rkk * %k FE
TTTTTTTT
Number of Led Modules

1. n°1
2: n°2
3 n°3
4: n°4

Ambient temperature
4: -20°C to 40°C
5: -20°Cto 50°C
6: -20°Cto60°C
7: -20°Cto 70°C
L: -40°Cto50°C

Luminous flux value
635: 6350Im
099: 9900Im
122: 12200 Im
127: 12 700 Im
178: 17 800 Im
198: 19800Im
241: 24150 Im
244: 24 400Im
262: 26200 Im
302: 30200Im
366: 36600Im
488: 48 800Im

Optical system
30: optics with radiant angle 30°
60. optics with radiant angle 60°
90: optics with radiant angle 90°
AS: asymmetrical optics 90°
WO: without optical system

Operation voltage
20:  (220-240V, 50/60 Hz)

Type of driver
N: Standard driver
D: DALI driver

Type of painting

R71: External RAL 7043)
Type of cable glands

P: plastic cable gland

M: metal cable gland
— Type of mounting
65: standard with eyebolts
66: adjustable bracket
67. hanger wire

Page: 1/3

FTZU, s.p., Pikartska 1337/7, 716 07 Ostrava-Radvanice, Czech Repubiic,
tel.: +420 595 223 111, +420 604 203 525, fzu@ftzu.cz, www ftzu.cz
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Applicant:
Address:

Electrical Apparatus:

Ambient temperature according to used components:

Annex to Certificate of Conformity
IECEx FTZU 24.0019X, Issue 00

BARTEC F.N. S.R.L.
Via M. Pagano, 3 ; 1-20090 Trezzano sul Naviglio (MI) Italy

Luminaire Probay, type PRBZ2 series

1

2

3

4

5

Number of Led
Modules

Luminous flux
value +
Optical system

Led
power

Ambient temperature

T class

12230

12260

12290

122A8

122W0

69

-20°C £ Ta<+50°C

T6

990030

09960

09980

099AS

099WO

54

-40°C < Ta s +50°C
or
-20°C < Ta<+60°C

T6
or
T5

63530

63560

63590

635AS

635W0

33

-20°C £ Ta<+70°C

TS

24430

24460

24490

244A8

244WO0O

136

-20°C £ Ta < +50°C

T6

19830

19860

19890

198AS

198WO0O

107

40°C s Ta<+50°C
or
-20°C = Ta<+60°C

T6
or
T5

12730

12760

12790

127AS

127WO

67

-20°C = Ta=+70°C

T5

FTZU, s.p., Pikartska 1337/7, 716 07 Ostrava-Radvanice, Czech Republic,
tel.: +420 595 223 111, +420 604 203 525, fizu@ftzu.cz, www.ftzu.cz
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Applicant;
Address:

Electrical Apparatus:

Annex to Certificate of Conformity
IECEx FTZU 24.0019X, Issue 00

BARTEC F.N. S.R.L.
Via M. Pagano, 3 ; I-20090 Trezzano sul Naviglio (MI) ltaly

Luminaire Probay, type PRBZ2 series

1

2

4

5

Number of Led
Modules

Luminous flux
value +
Optical system

Led
power

Ambient temperature

T class

36630

36660

36690

366AS

366WO

204

-20°C £ Ta<+50°C

T6

26230

26260

26290

262AS

262W0

144

-40°C < Ta< +50°C
or
-20°C < Ta<+60°C

T6
or
T5

17830

17860

17890

178AS

178WO

94

-20°C < Ta< +70°C

T8

48830

48860

48890

488AS

488WO0

287

-20°C £ Ta< +40°C

T6

30230

30260

30290

302AS

302W0

163

~40°C = Ta £ +50°C
or
-20°C s Ta< +60°C

T6
or
T5

24130

24180

24190

241AS

241WO

122

-20°C = Ta< +70°C

T5

FTZU, s.p., Pikartska 1337/7, 716 07 Ostrava-Radvanice, Czech Republic,
tel.: +420 595 223 111, +420 604 203 525, fizu@ftzu.cz, www.ftzu.cz
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