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5.2.3  

 

Bluetooth 4.0   type:  

Downward compatible 2.0 / 2.1 / 3.0 

Range Up to 10m (free terrain) 

For more technical data see description of the bluetooth-stick manufacturer. 

http://www.bartec.de/
http://www.bartec.de/


 

WLAN   type:) 

Wifi - standard 

IEEE802.11n 

IEEE802.11g 

IEEE802.11b 

Transfer rate max. 150 Mbit/s 

WLAN - frequency 2.4 GHz 

For more technical data see description of the WLAN-stick manufacturer. 
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ATTENTION 

Damage to property through incorrect storage! 

 Comply with the correct storage temperatures. 

 Keep the POLARIS SMART HMI free of moisture. 

 



 
 

 Enclosures 

 Switch cabinet doors 

 Operating consoles 

 

ATTENTION 

For Polaris SMART HMI wit extended temperature range -20 to +60°C 

 During installation, it should be noted that the tilt angle of the Polaris 
SMART HMI must be at leas 60°. 

 



 

Required tools 

POLARIS SMART HMI - mounting 

clamps 

1 x hexagon socket 3mm  

 

POLARIS SMART HMI – terminal 

compartments 

1 x socket wrenches 7 mm  

1 x slotted screwdriver 

POLARIS SMART HMI - PE-connection 1 x socket wrenches 7mm  

 

 

 Make sure there are no highly energetic charging mechanisms at the user 
interface on the display unit or its accessories. 

 Do not install the device in the stream of particles.

No PE connection. Risk of fatal injury in an explosive atmosphere! 
 The POLARIS must be integrated in the equipotential bonding.

 

 

 

 

 



 

 

 

 

 

 

ATTENTION 

Damage from condensation or overheating! 

 Avoid direct sunlight!  

Remedy: e.g. shelter with sufficient air circulation. 

 Remove condensation on the POLARIS SMART HMI  

 Equip the protective housing with breather. 



 

This device is heavy (approx. 12,3 kg). 

 Risk of injury if it is lifted or moved incorrectly.

 

when built into the enclosure door: 



 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Sealed locking screw! The device is closed in the factory. 

The explosion protection is lost if opened, and danger to life exists in 

an explosive atmosphere!  
 

Non-certified cable glands and non-sealed cable entries endanger the  

IP protection and accordingly the protection against explosions. 

There is a risk of fatal injury in an explosive atmosphere! 

 

 

Terminal compartment is not closed properly with the terminal compartment lid. 

There is a risk of fatal injury in an explosive atmosphere! 

 



 

Death or danger of injury as a result of no PE conductor connection.  

There is no explosion protection. 
 

 

 

 

 

 

 

 



ATTENTION 

Device can be damaged by differences in potential! 

 Avoid differences in potential  

 

 

 

 

   

non-armoured cables 2,3 Nm 1,5 Nm 

armoured cables 8 Nm 5 Nm 

 

Do not connect cables and leads when the power supply is active. 

 

 

 



 

 

 



 

 

 

ATTENTION 

The Ex i interface has not been designed for USB devices with their own power 

supply. Damage to nproperty through incorrect use! 

 Do not connect any USB equipment with its own power supply to the Ex I 
interface. 
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ATTENTION 

Device can be damaged by differences in potential! 

 Avoid differences in potencial.  
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Labelling 

 

 

 

4 - Certifications 

 

 
Licence sticker 

depending on the operating system 

 



 
Warnings on the device 
 

 

 


