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BARTEC Datasheet – GUB-UL

Mechanical characteristics 

Body marine grade copper free aluminium light alloy

Cover marine grade copper free aluminium light alloy

Screws stainless steel

Internal plate hot dip galvanized steel / aluminium

Fixing marine grade copper free aluminium light alloy

On Request Accessories

	– External epoxy painting with colour on request

	– Internal anticondensate painting orange RAL-2004

	– Drain and breather valves

	– Stainless steel body & cover version (as option only)

Reference standards

Enclosure for Use in Hazardous Locations (FTRV)

Installation Class I - Groups B, C, and D
Class II - Groups E, F, and G

Environmental ratings Type 1, 4 and 4X

Ambient temperature -25 °C ÷ +60 °C

Certification and
compliances

UL 1203 - 6° Ed. (Rev. 30 May 2024)
Explosion-Proof / Dust-Ignition-Proof Electrical
Equipment for Use in Hazardous (Classified)

Locations
UL 50E - 3° Ed. (Rev. 30 April 2024)
Enclosures for Electrical Equipment,
Enviromental Considerations

Certificate of
compliance

CCN: FTRV Report Ref.: E344596-20260115
Certificate No. UL-US-2571671-0

Enclosure for use in hazardous locations (FTRV7)

Installation Class I - Groups B, C, and D
Class II - Groups E, F, and G

Environmental ratings Type 1, 4 and 4X

Ambient temperature -25 °C ÷ +60 °C

Certification and
compliances

CSA C22.2 No.30 4° Ed. (Rev. March 2023)
Explosion-proof Equipment
CSA C22.2 No.25 4° Ed. (Rev. 01 July 2017)
Enclosures for Use in Class II Groups E, F, and G

Hazardous Locations
CSA C22.2 No.94.2:20 3° Ed. (Rev. 30 April 2024)
Enclosures for Electrical Equipment,
Enviromental Considerations

Certificate of
compliance

CCN: FTRV7 Report Ref.: E344596-20260115
Certificate No. UL-CA-2552702-0

Installation
Hazardous Locations (US-CNC)                 

Class ification
Groups B, C, D, E, F, G (US - CNC)

GUB UL
Enclosures
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Technical Features

Code
A 

[mm]
B 

[mm]
C 

[mm]
D 

[mm]
E 

[mm]
F 

[mm]
Ø G 

[mm]
H 

[mm]
I 

[mm]
L 

[mm]
M 

[mm]
Ø N

[mm]
Int. plate  

X - Y [mm]
Weight 

[kg]
Detail

GUB00UL 135 135 110 96 150 110 7 116 50 110 110 - - 2.00 C

GUB0UL 173 170 141,5 125 190 145 9 142 75 142 145 - 110 - 110 4.00 E

GUB1UL 200 200 153 133 225 170 9 178 86 172 172 - 150 - 150 5.00 E

GUB23UL 310 270 174 153 235 335 12 244 100 243 283 - 180 - 180 9.80 A

GUB03UL 280 305 228 202 270 308 13 275 133 248 270 - 200 - 220 13.50 A

Code
A 

[inch]
B 

[inch]
C 

[inch]
D 

[inch]
E 

[inch]
F 

[inch]
Ø G 

[inch]
H 

[inch]
I 

[inch]
L 

[inch]
M 

[inch]
Ø N

[inch]
Int. plate  

X - Y [inch]
Weight 

[lbs]
Detail

GUB00UL 5.30 5.30 4.35 3.80 5.90 4.35 0.28 4.60 2.00 4.35 4.35 - - 4.50 C

GUB0UL 6.80 6.70 5.60 3.80 7.50 5.70 0.35 5.60 2.95 5.60 5.70 - 4.35 - 4.35 9.00 E

GUB1UL 7.90 7.90 6.00 5.25 8.85 6.70 0.35 7.00 3.40 6.80 6.80 - 5.90 - 5.90 11.00 E

GUB23UL 12.20 10.60 6.85 6.00 9.25 13.20 0.48 9.60 3.95 9.60 11.15 - 7.10 - 7.10 21.80 A

GUB03UL 11.00 12.00 9.00 7.95 10.60 12.10 0.52 10.85 5.25 9.80 10.60 - 7.90 - 8.70 30.00 A

Reference details
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Body enclosures minimum distance between wall entries
Minimum distance between wall entries (center to center)           1st row [mm] - 2nd row [inch.]

4" 
-

- - - - - - - -
139

(5.47)

3" 
M90

- - - - - - -
115 

(4.53)
126 

(4.96)

2 1/2" 
M75

- - - - - -
101 

(3.98)
108 

(4.25)
120 

 (4.72)

2" 
M63

- - - - -
88 

(3.46)
94 

(3.70)
102 

(4.02)
112 

(4.41)

1 1/2"  
M50

- - - -
75 

(2.95)
82 

(3.23)
88 

(3.46)
95 

(3.74)
106 

(4.17)

1 1/4" 
M40

- - -
67 

(2.64)
70 

(2.76)
77 

(3.03)
84 

(3.31)
91 

(3.58)
103 

(4.06)

1" 
M32

- -
58 

(2.28)
63 

(2.48)
66 

(2.60)
73 

(2.87)
80 

(3.15)
86 

(3.39)
99 

(3.90)

3/4" 
M25

-
52 

(2.05)
55 

(2.17)
59 

(2.32)
63 

(2.48)
69 

(2.72)
79 

(2.99)
83 

(3.27)
95 

(3.74)

1/2" 
M20

46 
(1.81)

49 
(1.93)

52 
(2.05)

57 
(2.24)

60 
(2.36)

67 
(2.64)

73 
(2.87)

80 
(3.15)

93 
(3.66)

NPT 
Metric

1/2" 
M20

3/4" 
M25

1" 
M32

1 1/4" 
M40

1 1/2"  
M50

2" 
M63

2 1/2" 
M75

3" 
M90

4" 
-
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Reference details

Wall drilling area →

PLATE X-Y

PLATE X-Y

LONG SIDE

A

B

SHORT SIDE

C

D

PLATE X-Y

PLATE X-Y

LONG SIDE

A

B

SHORT SIDE

C

D

Body enclosures drilling layout

Enclosure code
Area for entry installation (long wall sides) Area for entry installation (short wall sides)

A [mm] B [mm] A [inch] B [inch] C [mm] D [mm] C [inch] D [inch]

GUB00UL 90 45 3.55 1.80 90 45 3.55 1.80

GUB0UL 122 65 4.80 2.60 122 65 4.80 2.60

GUB1UL 150 75 5.90 2.95 150 75 5.90 2.95

GUB23UL 262 78 10.30 3.10 222 78 8.75 3.10

GUB03UL 255 120 10.05 4.75 228 120 9.00 4.75
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Maximum Removable Area per Sides

Long Side Short Side

Max Hole Size N° 
Holes

Max Holes Area 
[mm²]    (inch)

Max 
Removable 
Area [%]

Hole Size N° 
Holes

Max Holes Area 
[mm²]  (inch)

Max 
Removable 
Area [%]

GUB00
ISO-M Not applicable for metric threads

3/8" NPT / NPSM 2 [461]     (18.15) 11 3/8" NPT / NPSM 2 [461]     (18.15) 11

GUB0
ISO-M63 1 [3116]   (122.68) 39 M63 1 [3116]   (122.68) 39

2" NPT / NPSM 1 [2857]   (112.48) 36 2" NPT / NPSM 1 [2857]   (112.48) 36

GUB1
ISO-M75 1 [4416]   (173.86) 39 M75 1 [4416]   (173.86) 39

2 ½" NPT / NPSM 1 [4186]   (164.80) 37 2 ½" NPT / NPSM 1 [4186]   (164.80) 37

GUB23
ISO-M63 3 [9347]   (368.00) 46 M75 2 [8831]   (347.68) 51

2" NPT / NPSM 3 [8570]   (337.40) 42 2 ½" NPT / NPSM 2 [8372]   (329.60) 48

GUB03
ISO-M115 2 [20763]  (817.44) 68 M90 2 [12717]  (500.67) 46

4" NPT / NPSM 2 [20511]  (807.52) 67 3" NPT / NPSM 2 [12408]  (488.50) 45

Additional Technical features for NEC 500 only*

Product covered 
Explosion-proof enclosures for use in Hazardous Locations, 
Class I, Groups B, C, and D; Class II, Groups E, F, and G. 

These enclosures are Classified as to explosion and fire 
hazards only in according to Standard UL1203  6° ed.   
The explosion-proof enclosures are suitable for Class I, Group 
B Hazardous Locations only when provided with from M6 
to M115, from 3/8 in. to 4 in., supply connection openings. 
If other supply connection openings are provided, then the 
enclosures are suitable for Class I, Groups C & D Hazardous 
Locations only. 

The 1/2 in. NPSM operator openings are only suitable for 
enclosures marked for Class I, Groups B, C & D Hazardous 
Locations.

The enclosures covered by this Certification may have 
electrical components installed inside. The installation of 
electrical components shall not reduce the mechanical 
integrity of the enclosures. 

The enclosures may or may not be provided with hinges for 
service of the enclosures only. 

Protection against corrosion   
All ferrous-metal other than stainless steel shall be protected 
against corrosion, except at joint surfaces and conduit  threads 
There shall be no materials applied to joint surfaces.

Grounding 
Internal Ground Screw – Hexagon head screw M6 x 10 with a 
stainless steel flat and lock washer provided on the base of 
the enclosure body.   External Ground – Terminal colored green, 
marked with the letter or word “G”, “GROUND”, or marked with a 
grounding symbol. 

Supply connections 
NPT and Metric Supply Connections - The side walls of the 
enclosure are provided with conduit openings or none may be 
supplied, in which case field drilling and tapping instructions 
are provided with each enclosure. The entry is drilled and tap-
ped completely through the enclosure wall, and the inside edge 
is smoothed and well-rounded such that the conductor insula-
tion will not be damaged when installed. All unused openings 
are closed with plated steel, plated cast iron or aluminum 
close-up plugs which are threaded to match the opening. Clo-
ser-up Plugs have to be Listed for the same Class, Group and 
Division as marked on Enclosure nameplate.

Operator openings  
The cover of the enclosure may be provided with operator 
openings in the cover only and located only as given in drilling 
and tapping instructions provided with each Classified enclosu-
re. All unused openings are closed with plated steel, plated cast 
iron or aluminum close-up plugs which are threaded to match 
the opening. Closer-up Plugs have to be Listed for the same 
Class, Group and Division as marked on Enclosure nameplate.

* Please note that further details can be found in the instructions of use.

BARTEC  www.bartec.com

REMARK: 
Due to the development of the national and international specifications and of the technology, the above 
technical characteristics showed on this bulletin can be considered as binding on our confirmation only.


