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Description of equipment 
 
The primary function of the Control Module Type 07-7311-.../... with pressure-proof housing is 
controlling, adjusting, switching and displaying of electric circuits. The installation of control 
elements such as key tappets and arbors as well as luminescent bars for detector and indicator 
displays is permitted.  
 
Connection is made to the integrated terminals.  
 
The Control Module is clipped onto assembly rails. A consecutive arrangement is permitted. 
 
The Control Module, type 07-7331-..../.... may also be equipped with certified associated and/or 
intrinsically safe apparatus and/or simple apparatus according to the specifications listed in the test 
documentation. The „Electrical data" of these Ex i equipment are specified in the respective 
certificates.  

Technical data 

Rated voltage       max. 550 V 
 
Power loss for T6 at Ta 40°C and T4 at 65°C 
 
     Clearance 16mm  8mm  Consecutive 
           arrangement 
Type 07-7311-63    max.  1.9 W  1.7 W  1.2 W  
Type 07-7311-93 (depth 91mm) max.  3.0 W  2.5 W  1.8 W 
Type 07-7311-97   max.  4.3 W  4.3 W  3.0 W  
Type 07-7311-93 (depth 78mm) max.  2.2 W  1.8 W  1.8 W 
 
Power loss for T6 at Ta 60°C and T4 at 85°C 
  
     Clearance 16mm  8mm  Consecutive 
           arrangement 
Type 07-7311-63    max.  0.9 W  0.7 W  0.5 W  
Type 07-7311-93 (depth 91mm) max.  1.4 W  1.1 W  0.8 W 
Type 07-7311-97   max.  2.1 W  1.9 W  1.6 W  
Type 07-7311-93 (depth 78mm) max.  1.1 W  0.9 W  0.9 W 
 
Rated cross section      max. 2.5 mm² 
Max. number of terminals     2 … 20 
Temperature classification     T6 to T4 
Max. withstand temperature of the enclosure material 105 °C 
 
The rated voltage, rated current and — in the case of switchgear — the utilisation category depend 
on the elements that have been built in and are set by the manufacturer. 
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Model / type code 
 
0 7 - 7 3 1 1 - •  • • • / • • • •   
           -                   

 
     

 
         

Code number for range 

                  Basic range Ex components 
                   

 
                  Exd enclosure for built in components 
                   
                   

 
                  Rail mounted terminals 
                   
                   
                  Code number for type of design 
                  1 = First Design 
                   
                  Code number and characteristics for variants 
                  without any effect on explosion protection 

 
 
Special conditions of use 
 
None 
 
Additional hints for a safe operation 
 
The Control Module must be built into a housing that complies with a type of protection as detailed 
in IEC 60079-0 section 1.  
 
When installing the Control Module into a housing of the type of protection Increased Safety "e", as 
detailed in IEC 60079-7 it has to be ensured that the creepage distances and clearances are met 
as required in sections 4.3 and 4.4 and table 1.  
 
The Control Module can be used in Groups I and II, as the standard requirements are identical in 
this case.  
 
 
Routine tests  
 
No overpressure test as routine test (required in IEC 60079-1, section 16.1.1) is necessary, since 
the Control Module has passed a type test with fourfold reference pressure in accordance with 
section 16.2. 
 
A routine test as required in IEC 60079-0 section 27 and the definitions given in the test 
documentation must ensure compliance with the maximum permitted temperature for the relevant 
temperature class with respect to the maximum ambient temperature. 










