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Ex COMPONENT CERTIFICATE

Certificate No.: IECEx DNV 22.0098U

Status: Current

Date of Issue: 2026-03-12

Applicant: BARTEC AS
Vestre Svanholmen 24
Sandnes 4313
Norway

Ex Component: TNDLDB and TNDLDR, blanking elements and thread adapters

This component is NOT intended to be used alone and requires additional consideration when incorporated into other equipment or systems 
for use in explosive atmospheres (refer to IEC 60079-0).

Type of Protection: Ex db

Marking:
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Issue No: 0

Certificate history:

Ex db IIC Gb

Approved for issue on behalf of the IECEx 
Certification Body:

Position:

Signature:
(for printed version)

Date:
(for printed version)

1.  This certificate and schedule may only be reproduced in full.
2.  This certificate is not transferable and remains the property of the issuing body.
3.  The Status and authenticity of this certificate may be verified by visiting www.iecex.com or use of this QR Code.

Certificate issued by:

DNV Product Assurance AS
Veritasveien 1
1363 Høvik
Norway

Ståle Sandstad

Certification Manager

https://www.iecex.com
https://www.iecex.com
https://www.iecex-certs.com/#/deliverables/CERT/1579393/view
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Manufacturer: BARTEC AS
Vestre Svanholmen 24
Sandnes 4313
Norway

Manufacturing 
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the 
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and 
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme 
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The component and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found 
to comply with the following standards

IEC 60079-0:2017
Edition:7.0

Explosive atmospheres - Part 0: Equipment - General requirements

IEC 60079-1:2014
Edition:7.0

Explosive atmospheres - Part 1: Equipment protection by flameproof enclosures "d"

This Certificate does not indicate compliance with safety and performance requirements
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the component listed has successfully met the examination and test requirements as recorded in:

Test Report:

Quality Assessment Report:

BARTEC AS
Vestre Svanholmen 24
Sandnes 4313
Norway

NO/DNV/ExTR25.0071/00

NO/DNV/QAR23.0002/04

https://webstore.iec.ch/publication/32878
https://webstore.iec.ch/publication/621
https://www.iecex-certs.com/#/deliverables/REPORT/115912/view
https://www.iecex-certs.com/#/deliverables/REPORT/117067/view
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Ex Component(s) covered by this certificate is described below:

SCHEDULE OF LIMITATIONS:

Annex:

ANNEX to IECEX DNV 22.0098U_1.pdf

Blanking elements and thread adapters made of Brass or Brass Nickel plated or AISI 316L.

Types of components:
TNDLDB, blanking elements
TNDLDR, thread adapters

N/A

https://www.iecex-certs.com/#/deliverables/CERT/1579393/view
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Refer drawing for blanking element: DLD-99-4 

Type designation: TNDLDB. 

Below are the various ranges of blanking elements. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Refer drawing for reducers: DLD-99-4 



DNV Product Assurance AS 

Veritasveien 1  

1363 Høvik 

Norway 

 

Annex to certificate: IECEx DNV 22.0098U 

 

 

   Page: 

  2 of 2 

 

Type designation: TNDLDR. 

Below are the various ranges of reducers specified under the tabulation. 

 

Below are the possible combinations of male and female threads. 

 

 


