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EU -Type Examination Certificate

Equipment and protective Systems Jntended for use in potentially explosive atmospheres - Directive 2014/34/EU

EU - Type Examination Certificate Number

EPS 18 ATEX 1 232 X Revision 2

Solenoid, Type AC10-U3-*-**E*- VAR*

Bürkert Werke GmbH & Co. KG

EquJpment:

Manufacturer:

Address: Christi an-B ürkert-Straße 13-17
74653 Ingelfingen
Germany

This equipment and any acceptable Variation thereto are specified in the annex to this certificate and the
documentation therein referred to.

Bureau Veritas Consumer Products Sen/ices Germany GmbH, notified body No. 2004 in accordance with Article
21 given inthe Directive2014/34/EU ofthe European Parliament and oftheCouncil of26 February2014, certifies
that this equipment has been found to comply with the essential health and safety requirements relating to the
design and construction of equipment and protective Systems intended for use in potentially explosive atmospheres,
given in Annex II ofthe Directive. The examination and test results are recorded in the confidential documentation
under the reference number 18TH0430.

(9) Compliance with the essential health and safety requirements has been assured by compliance with:

ENIEC 60079-0:2018

EN 60079-18:2015,
EN 60079-18:2015/A1:2017

EN 60079-7:2015,
EN IEC 60079-7:2015/A1:2018

EN 60069-31:2014

(10) If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special conditions
for safe use specified in the annex to this certificate.

(11) This EU - Type Examination Certificate relates only to the design and construction ofthe specified equipment in
accordance with Directive 2014/34/EU. Further requirements of this Directive apply to the manufacture of this
equipment and its placing on the market. Those requirements are not covered by this certificate.

(12) The marking of the equipment shall include the following:

With cable outlet:

Il 2p/^r^l^ tfSG.J^b

^t)^xptertHCT?(^crf'i<i&^; Db

'xplosipi) protection

With terminal connection box:

112GE^ebmbllCT6...T4Gb

Il 2D Ex mb tb 111C T800C/T130°C Db

Tuerkheim, 2025-01-28

a s J' p
Certificates wilhout signature and sea^sR^ypid. This certiiieaß is allowed to be distributed only if not modified. Extracts or modifications must be aulhorized üy Bursau Verilas
Consumer Products Services Germany GmtiH."

Bureau Veritas Consumer Products Services Germany GmbH

www. bureauveritas.de/cps

Businesspark A96

86842 Tuerkheim

certification.d8u@bureauueritas.com

CertificatenumberEPS18ATEX1232X, Revision 2
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(13) Annex

(14) EU - Type Examination Certificate EPS 18 ATEX 1 232 X

(15) Description ofeauipment:

Revision 2

The solenoid type Type AC10-U3-*-**E*- VAR* is used for actuating valves that control gaseous or liquid media.
The electrical connection is provided by either a cable-connection or a terminal box. The terminal box is described
and certified under the certificate numberPTB 15ATEX 1011 U/IECExPTB 15.0037U.

The type key is divided into the following

AC10-U3

type and
interface

*

coil size

5: 32 mm

6: 40 mm

parts.

**c:*

winding code

details see below

VAR*

additional properties

details see below

Type key part "*E* provides the winding code äs follows.

Coil size 32mm

winding
code

04EA

08EA

10EA

13EB
14EB
14EA
15EA
16EA
18EB
22EA
23EA
24EA
28EA
32EA
36EA

nominal
power (W)

3

7

3

7
7
7
7
3
3
7

2.25
3
7
3
7

nominal
voltage (V)

240
230
240
230
120
110
120
115
110
100
60
48
48
24
24
24
12
12

frequency (Hz)

50,60
DC,50,60

50,60
DC,50,60

50,60
DC, 50, 60

50,60
DC,50,60
DC,50,60
DC, 50,60
DC, 50, 60
DC, 50, 60
DC,50,60
DC,50,60
DC,50,60
DC,50,60
DC, 50, 60
DC, 50, 60

va r. code

PX60, PX64, PX65, PX66

PX58, PX59

PX60, PX64, PX65, PX66

PX58. PX59
PX58, PX59
PX58, PX59
PX58, PX59

PX60, PX64, PX65, PX66
PX60, PX64, PX65, PX66

PX58, PX59
PX62, PX63

PX60, PX64, PX65, PX66
PX58, PX59

PX60, PX64, PX65, PX66
PX58, PX59

(continuation see following page)

Bureau Veritas Consumer Products Servi'ces Germany GmbH

www .bureauverilas.de/cps

ZE RT-0211 - D E U-ZE-EX-VO l/T EM P-0052-DEU.Z E-V02
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certification.deu@bureauvsritas.com
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EU - Type Examination Certificate ERS 18 ATEX 1 232 X

(15) Description qfequipment: (continuation)

Revision 2

Coil size40 mm

winding
code

05EB

11EA

12EA
18EA

19EB

25EB
26EB
33EB
34 EA
40EA

nominal
power (W)

1.8

9

1.8

9
9
9

1.8
1.8
9

1.8

9
9

nominal
voltage (V)

240
230
240
120
110
230
120
110
48
24
48
12
24
12

frequency (Hz)

50,60
DC, 50, 60

50,60
50,60

DC, 50,60
DC, 50,60

50,60
DC,50,60
DC,50,60
DC,50,60
DC,50,60
DC,50,60
DC,50,60
DC, 50, 60

var. code

PX61

PX58

PX61

PX58
PX58
PX58
PX61
PX61
PX58
PX61
PX58
PX58

Type key part "VAR*" provides additional properties. It consists of a combination of the followlng marking parts.

electrical connection

cable length
temperature cfass

type key part
JA**

JJ04
JJ05
JW**

PX..

explanation
terminal box
cable type Betaflam
cable type Silicone
different length values
see table below

Ambient temperature ranges and temperature classes "PX..":

VAR
solenoid

PX58
PX59
PX60
PX61
PX62
PX63
PX64
PX65
PX66

temp. classes

T4/T130°C
T4/T130°C
T6 /T80 °C
T6 /T80 °C
T6 / T80 °C
T6 / T80 °C
T5 / T95 °C
T5 / T95 °C
T4/T130°C

ambient temperature
ränge

-40 °C < Ta < +70 °C
-40 °C ä Ta ä +40 °C

-40 °C ^ Ta & +40 °C
-40 °C ä Ta < +55 °C
-40 °C ä Ta < +50 °C
-40 °C < Ta < +40 °C
-40 'C £ Ta ä +60 °C
-40 aC £ Ta ä +50 °C
-40 °C ä Ta ä +80 °C

mounting

single
block
single
single
single
block
single
block
single

(16) Reference number: 18TH0430

Bureau Verilas Consumer Products Services Germany GmbH

www. burea uveritas. de/cp s

ZERT-021I-DEU.ZE.EX-V01/TEMP-005Z-DEU-Z E-V02

BusinessparkA96

86842 Tuerkheim
certification.deu@bureauveritas.com

Certificate number EPS 18 ATEX 1 232 X, Revision 2

3/4



•:«r:«=ffiir

V E RITAS

EU - Type Examination Certificate EPS 18 ATEX 1 232 X

(17) Special conditions for safe use:

Revision 2

The device shall never be used in areas affected by charge-generating processes, mechanical friction and
separation processes, electron emission (e.g. in the vicinity ofelectrostatic coating equipment), and pneumatically
conveyed dust. The device surface may only be cleaned by lightly wiping with a damp or antistatic cloth.

The AC10 coil is basically Jntended for single mounting. For block mounting, the user must ensure that the
permissible ambient temperature is not exceeded by mutual heating.

If there are used different coils with different power the electrical values of the solenoid with max power is valid.
Then the max ambient temperature is +40 <>C.

The solenoid AC10 shall always be used with armatures, refer also to the user manual.

(18) Essential health and safetv reauiremenfs:

Met by cpmpfl^^wtü^standards.

y /-—^ "^'^

jon protection Tuerkheim, 2025-01-28

Bureau Veritas Consumer Products Services Genmany GmbH

www. bureauveritas.de/cps
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